
Search
•

Home
•

Complete KitsComplete DVR Systems
           

•
DVRs / NVRsDVR NVR HYBRID

         

       
•

Security Cameras

Network Cameras IP PTZ Cameras IP Bullet Cameras IP Box Cameras IP Mega Pixel Cameras IP Dome Cameras IP Mobotix Hemispheric Cameras IP Wireless Cameras CCTV Cameras Popular CCTV Cameras Security Cameras Bullet Cameras Dome Cameras IR Night Vision Cameras Mini Cameras Pan Tilt Zoom Cameras Wireless Transmitters & Receivers Spy Cameras Vandal Proof Cameras Wide Dynamic Cameras Elite Military Grade Cameras License Plate Cameras Camera Lenses

•
WirelessIP Wireless & Video Transmission Equipment IP Wireless Cameras IP Transmitters

(wireless links) Antennas Accessories

CCTV Wireless & Video Transmission Equipment

Wireless Cameras Transmitters & Receivers
(Analog) Antennas Accessories•

Accessories
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ACTi Entry Level IP Fixed Dome

Product Details
1/3" micron Progressive Scan CMOS
Two way audio support
4.2mm fixed lens
0.5 lux
Selectable MPEG-4 / MJEG compression
VGA resolution at 30 FPS
Multi-stream with variable frame rate in the same compression
Hardware motion detection
12 VDC or POE (IEEE 802.3af) supported
Optional wall mount bracket available
1 year parts and labor warranty
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Image Device Micron Progressive Scan CMOS
Size 1/3 inch
Effective
Pixels

640 x 480

Min. Scene
Illumination

Color 0.5 Lux at F1.8 (30 IRE,MAX AGC)
B/W N/A
IR
Sensitivity

N/A

CDS Sensor N/A
Lens Lens f4.2 mm / F1.8

Viewing
Angle

75 Degrees (Horizontal)

Camera Angel
Adjustment

X (Panning) 0 ~170 Degrees
Y (Tilting) 0 ~90 Degrees

Synchronization Sync. System Internal
Day/Night
Functions

Mechanical
IR Cut Filter

N/A

Functions Motion Yes (3 Windows)
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• Image: ACTi Entry Level IP Fixed Dome Camera, Indoor

• PLEN-0112
• $27.08
• MegaPixel Lens, Board Lens, f2.4mm, 1/3", fixed IRIS, for

ACM-3001, ACM-3401
•

Configuration Options

ACM-3001
Only:
$306.31


