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1/4" SONY Color CCD Security Camera

 

Day   Night
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Standard Box Camera
1/4" SONY Color CCD
Back Light Compensation(BLC)
Auto White Balance(AWB)
Lens: C/CS Lens
Dimension :132(W)x62(H)x47(D)mm
�,�Q�F�O�X�G�H�V�0�R�X�Q�W�L�Q�J�%�U�D�F�N�H�W�D�Q�G���P�P �)�L�[�H�G�,�U�L�V�/�H�Q�V
1 year parts and labor warranty
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Accessories �6�S�H�F�L�I�L�F�D�W�L�R�Q�V
Model CB420
Image Sensor 1/4" SONY
Horizontal Resolution 420 TV Line

Pixels
NTSC:510(H) x 492(V)
PAL:500(H) x 582(V)
Note: PAL only available as special order.

TV System PAL/NTSC
Note: PAL only available as special order.

Lens C/CS Lens
Sync System Internal
Iris Control Video / DC Iris
Usable Illumination 0.8Lux/F2.0
S/N Ratio 48dB (AGC OFF)
Gamma Correction 0.45
Video Out Composite Signal (1.0Vp-p, 75O)

Scanning System PAL:625 Lines, 50 Field/Sec;
NTSC:525 Lines, 60 Field/Sec

Electronic Shutter Time Auto:PAL 1/50-1/100,000Sec;
NTSC 1/60-1/100,000Sec

Operation Temperature -10 C ~ +50 C RH95% Max
Storage Temperature -20 C ~ +60 C RH95% Max
White Balance Auto
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• UPGRADE358MM
• $13.30
• VARI-FOCAL

LENS, 3.5-8mm,
MANUAL IRIS
F1.4- 3514

• This lense can only
be purchased with
one of the folowing
items: swc-420,
scw-480,
CC-25NVD,
540CCD,
MDC4400DX

Configuration Options

CB420
Only:
$89.72


