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Accessories

Accessories Connectors Bulk Cables Pre-Made Jumpers Specialty Cables Battery Backup (UPS) Housings & Brackets Install Aids & Tools IR Illuminators Fiber Optics Lock Boxes Matrix Systems Mobile DVR's Monitors Pro Microphones Power Supplies Quads & Multiplexers Solar Power Kit Surge Suppression Switches & Routers & Injectors Text Inserters Power Video Data Over Coax Video Intercom Video Servers BNC & UTP Networking Equipment Videolarm Products

Color Day/Night Low Light Hi res Bullet 520 line 4-9mm Vari-Focal Pro-Line

Product Details
Automatic Switching to B/W at Night
1/3" Sony EX-view HAD HQ1 Color CCD
Resolution of 520 TV Lines by HQ1
External Zoom / Focus Adjustment
Built-in 4 ~ 9mm Vari-focal Lens
Weather Proof / Outdoor
DC12V Power Source
Sunshield and Bracket Include
1 year parts and labor warranty
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Accessories SpecificationsModel MVB431
Image Sensor 1/3" Sony EX-View HAD CCD
Digital Signal Processor Sony HQ1

Effective Pixels NTSC: 768h x 494v
PAL: 752h x 582v

Horizontal Resolution 520 TV Lines
Scanning System 2 : 1 Interface
Sync. System Internal

Minimum Illumination (@ F1.6)
Color: 0.05 Lux
B/W: 0.03 Lux (Auto Switching to B/W
at Night)

Electronic Shutter Speed
NTSC: 1/60 - 1/100,000 Sec
PAL: Upon request 1/50 - 1/100,000
Sec

S/N Ratio (AGC Off) More than 50dB
Video Output VBS 1.0 V p-p, 75 Ohm
White Balance ATW
Automatic Gain Control ON
Back Light Compensation ON
Flikerless On/Off Selectable at Factory
Built-in Lens 4 ~ 9mm Vari-focal DC lens (F1.6)
Case Material Metal
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Configuration Options

MVB431
Only:
$199.45


