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Accessories

Accessories Connectors Bulk Cables Pre-Made Jumpers Specialty Cables Battery Backup (UPS) Housings & Brackets Install Aids & Tools IR Illuminators Fiber Optics Lock Boxes Matrix Systems Mobile DVR's Monitors Pro Microphones Power Supplies Quads & Multiplexers Solar Power Kit Surge Suppression Switches & Routers & Injectors Text Inserters Power Video Data Over Coax Video Intercom Video Servers BNC & UTP Networking Equipment Videolarm Products

420 TV Lines 1/4" SONY Super HAD COLOR CCD 6mm
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1/4" Sony Color Day/ B&W Night
420 TV Lines
IR Night Vision Dome (With Flat glass for superior Night Vision)
3 Axes Metal Housing (Wall mountable)
23 IR LEDs with IR Distance of 50 Feet
0 Lux when IR LEDs on
Weather Proof
1 year parts and labor warranty
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Accessories �6�S�H�F�L�I�L�F�D�W�L�R�Q�V
Image Pick-up Device 1/3" SONY SUPER HAD COLOR CCD
Horizontal Resolution 420 TVLines & 480 Lines

Number of Pixels NTSC:510(H) x 492(V)
PAL:500(H) x 582(V)

Scanning System
NTSC:525 Lines,60 Field/sec,
PAL:625 Lines 50 Field/sec
Note: PAL only available as special order.

Sync System Internal Synchronization
Gamma Characteristic 0.45
S/N Ratio 48dB(AGC Off)

Electronic Shutter Time
On: NTSC 1/60~1/100,000Sec, PAL
1/50~1/100,000Sec;
Off: NTSC 1/60 Sec, PAL 1/50 Sec

Usable Illumination 0.8Lux(F:2.0),0 lux with built-in IR LED
IR Project Distance 20 meters(23 Unit Infrared LED)
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Configuration Options

SCW-6722
Only:
$79.75


