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Accessories

Accessories Connectors Bulk Cables Pre-Made Jumpers Specialty Cables Battery Backup (UPS) Housings & Brackets Install Aids & Tools IR Illuminators Fiber Optics Lock Boxes Matrix Systems Mobile DVR's Monitors Pro Microphones Power Supplies Quads & Multiplexers Solar Power Kit Surge Suppression Switches & Routers & Injectors Text Inserters Power Video Data Over Coax Video Intercom Video Servers BNC & UTP Networking Equipment Videolarm Products

Video Switcher 4 Ch w/ Audio

Product Details
Video import: 1Vp-p/75 ohms, 4-channel
Video export: 1Vp-p/75 ohms, 1-channel
Image degree of separation: > or =40dB
Signal bandwidth: 2MHz, +/-3dB
Switching time: 1 sec-45 secs
Channel switch: side road/automatic
Input voltage: 110V/50Hz
Maximum signal import: 2Vp-p
Audio input: 2Vp-p/75 ohms
Video gain: 0.8Vp-p, 1.4Vp-p

SpecificationsDrivers

&

Manuals

Photos

&

Videos

Accessories Specifications
Video import: 1Vp-p/75 ohms, 4-channel
Video export: 1Vp-p/75 ohms, 1-channel
Image degree of separation: > or =40dB

Signal bandwidth: 2MHz, +/-3dB
Switching time: 1 sec-45 secs
Channel switch: side road/automatic
Input voltage: 110V/50Hz
Maximum signal import: 2Vp-p
Audio input: 2Vp-p/75 ohms
Video gain: 0.8Vp-p, 1.4Vp-p
Body construction: iron substrate electrostatic coating
Water Resistance : IP 55
Construction : Aluminum, with off-white baked enamel finish
Color: White
Dimensions: 200 x 185 x 45mm
Operational temperature : -20 to +60 degrees Celsius
* Pictures and specifications are subject to change without prior notice
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Configuration Options

TV04SE
Only:
$99.70


